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The Righr Connection™

ADL Insulflex,
NPT MALE THREADS UNF THREADS
D d Jic SAE
THREAD | MAJOR| MINOR| TPI TOTAL Thread mm mm size size
‘€L - Outside dia | 7116-20UNF 11.07 | 1000 | -4 -4
SZE | DIA | DA EE L D: Outside dia | 412 20UNF 1270 | 1160 | 5 I
d : Inside dia
9/16-18UNF 14.25 | 13.00 i
] female thread | 5/8.18UNF 1585 | 1470 | ° ¢
1/8 10.62 | 10.00 27 10.0 5 3
7 U 3/4-16UNF 19.00 | 17.60 | 35 b
114" | 14.00 | 1330 | 18 14.0 . |7/8-14UNF 2217 | 20.50
" 1-1/16-12UN 2695 | 25.00 | -12 -12
38" | 1730 | 16.70 | 18 149 m ¢ |111M614UNS | 2695 | 25.30
m
12" 22.00 | 20.83 14 19.0 D 1-5/16-12UN 33.30 | 31.30 | -16
= o == 1-5/16-14UNS | 33.30 | 31.50
> 27.00 i ;
1-5/8-12UN 4122 | 39.20 | .20
1" 34.00 3266 | 11-1/2 24.0 BHOR DIA _ 1-5/8-14UNS 41.22 39.50
o 1-7/8-12UN 47.57 | 45.60
114" | 43.00 | 41.55 | 11112 24.8 i 1-7/8-14UNS 4757 | 45090 | 24
14412 | 49.00 | 47.50 | 11172 254 2-1/2-12UN 6345 | 61.50 g
2’ 60.60 | 59.40 | 11172 26.0 3-1/2-12UN 88.90 | 87.00 | -48
METRIC THREADS
BSP TH READS Male thread inverted flare 24" (for standpipe fittings) R@
D | 4 [NW ] Din| Din
Threads| D d mm | mm| D/N |Light| Heavy
per MM MM Male Inverted Flare Thread 7631 DUty DUty
Thread inch (for Standpipe Fittings) m}g § 1 A '1I§g }Eg A
1/8 28 9.73 8.6 -— 24 —, 14:0 12:5 6
114 19 1316 | 11.5 - Miex1s | 160 | 143 | 8 S 8
112 14 2096 | 18.6 M24x 12 | 240 | 223 b 1o
5/8 14 2291 | 206 | E maex 15 | 260 | 245 | 16 18
34 14 26.44 | 241 e | M30X15 | 300 | 285 [ =20
2 R g T \ . [l M30 X 2 300 | 279 22 20
1-1/4 11 4191 | 389 Rt oo oo e | M8 %13 | 380 | 343
s M36 X 2 36.0 | 339 28 25
1112 11 47.80 44.9 (for globeseal Fittings) | p2g % 1.5 380 365 25
: : o
al - -, X1.5 39. 3
i . sl R P Hi% X1.5 42.3 %.5
‘ mMazx2" | 420 | 399 30
2 1 59.62 56.7 4 M45X 1.5 45.0 43.5 32
2-1/4 1 65.72 | 62.8 ?_j % TR T TR =
M48 X 1.5 48.0 46.5
B M52 X 1.5 52.0 50.5 40
: s M52 X 2 52.0 49.9 42 38
To Determine The Thread Size Of Afitting,measure
PRESSURE CONV. TABLE ';:e ?utzideDDiameter(gf Jh; -lr:le T:rea%n)Tgr TEMP.CONV. TABLE
2 o e Inside Diameter n en Identi e 2
1kg./em® =14.22 PSI Number Of Threads Per Inch In The Case Of American (F-32) X (5/9)="C
1BAR =14.50PSI And Bsp Thread Or The Pitch For Metric Threads.

Above data is for quick identification, user are adviced to check with required standards, no liability whatsoever will be accepted against data interpreted from above.
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